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WANGEN progressing cavity pump
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930Serial No.

KL50S 0.0Pump Type
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   MOUNTING POSITION    HORIZONTAL

   PUMP SET    0.0

   ROTOR    1.4571

   STATOR     -ST

   SPACER RING    STEEL

   TIE ROD MATERIAL    STEEL

   JOINT MATERIAL    ST

   JOINT TYPE    CARDAN SEALED

   SLEEVE    EXTILE 

   SHAFT SEAL    PACKED GLAND PREP. FOR SEAL PRE

   PACKAGE MATERIAL    RAMI/PTFE

   SUCTION HOUSING    CAST IRON

   SUCTION NOZZLE    DN100/PN16

   SUCTION NOZZLE POS.    TO THE TOP

   INSPECTION PORT    STANDARD

   SEALING (HOUSING)    

   DISCHARGE NOZZLE    DN100/PN16- CAST IRON

   DRIVE FLANGE    2 0

   DRIVE SHAFT    35/

   BASE PLATE    

   PUMP PROTECTION    

   TEMPERATURE SENSOR    

   ATEX-EXECUTION    NO

   ROTATION    CCW

   PUMP LABEL    WANGEN

   NAMEPLATE    STANDARD

   DIMENSION SHEET NO.    M900-007

   PAINT    AMBIENCE NEUTRAL

   PAINT    RAL 50

   

DRIVE UNIT    HELICAL GEARED MOTOR
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WANGEN progressing cavity pump

930Serial No.

KL50S 0.0Pump Type
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   PUMPING MEDIUM    

   CONCENTRATION    n/a

     

   DENSITY    1 kg/dm³

   DYNAMIC VISCOSITY    flowing

   PH-VALUE    

   CAPACITY     m³/h

   ROT. SPEED      rpm  at 50 Hz 

   OPERATING HOURS PER ANNUM  approx. 00

   PRESS./SUCTION NOZZLE    assumed flooded, 1-2 mWC

   PRESS./DISCHARGE NOZZLE    3 bar

   INSTALLATION AREA    assumed inside building

   AMBIENT TEMPERATURE    assumed 5 - 40 °C

   PROCESS TEMPERATURE    assumed 5 - 40 °C
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   DRIVE    helical geared motor

   TYPE    RF 7 DRE1 4/TF

   POWER     kW

   MANUFACTURER    SEW

   ROT. SPEED     rpm

   VOLTAGE    2 / 4 0 V

   FREQUENCY    50 Hz

   ENCLOSURE    IP55

   MOUNTING POSITION    M1

   FLANGE    Ø 2 0 mm

   SHAFT    Ø 35 mm

   INSULATION CLASS    F

   TERMINAL BOX    180°

   DESTINATION    EC

A**#--+$'#-

   TEMPERATURE CONTROL    -

   MANOMETER    -

   SEALING LIQUID RESERVOIR    -
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Maßblatt
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Dimension drawing / Plan coté / Foglio di dimensione 11.01.2010

KL50S

Stirnradgetriebemotor / Helical gear drive / Motoréducteur / Motoriduttore

Maße gemäß / according to DIN ISO 2768-1 v

Maß- und Konstruktionsänderungen vorbehalten

Modifications reserved / Modifications réservées / Soggetto a modificazione

Maß [mm] Pumpengröße / size / taille / quantità

dimension /

dimensione

50.4/

50.8

60.2 60.4 68.2 68.4 80.0 80.1 80.2/

80.0L

90.1 92.0 92.1 92.2 101.0 100.0

L

101.1 110.0 110.1 114.0 114.1

A 2135 1628 2268 1807 2631 1438 1658 1893 1718 1515 1781 2047 1560 2137 1818 1588 1891 1663 2003

B 1617 1110 1750 1289 2113 920 1140 1375 1200 997 1263 1529 1042 1619 1300 1070 1373 1145 1485

C 2045 1538 2178 1717 2541 1348 1568 1803 1628 1425 1691 1957 1470 2047 1728 1498 1801 1573 1913

x 1150 640 1280 830 1650 450 670 910 730 535 805 1100 580 1150 840 610 910 685 1025

x=Ausbaulänge dismantling length / longeur de démontage / lunghezza di smontaggio

Antrieb
drive / entraînement / azionamento

Maß [mm] g Lm

dimension / dimensione


